
nHON 

ZAMF-500-Bxx Series 

500W, AC/DC Enclosed Switching Power Supply

一
ZAMF-500-Bxx series is one of AC-DC switching power 

supply. It features universal AC input and at the same time 

accepts DC input voltage, cost-effective、 low no load 

power consumption、 high efficiency, high reliability and 

double or reinforced insulation. These converters offer 

excellent EMC performance and meet IEC/EN/UL62368、

IEC/EN60601、EN60335、GB4943、EN6l 558 standards. 

l■ l1 

• Universal 80- 264VAC or l l0- 370VDC Input voltage • Industrial

• Accepts AC or DC input (dual-use of same terminal) • LED

• Operating ambient temperature range: -30℃to +70℃ • Street light contro

• Low standby power consumption、high efficiency、 • Electricity

active PFC • Security

• High 1/0 isolation test voltage up to 4000VAC • Telecommunications

• Output short circuit constant current、over-current、 • Smart home

over-voltage、over-temperature protection

• Over-voltage class III (designed to meet EN6 l 558)

• Remote sense compensation、remote ON/OFF function

• Safety according to IEC/UL62368、IEC/EN60601、

EN60335, EN61558

Selection Guide 

Certlflca 
Output Nominal Output Output Voltage 

tlon 
Part No.* Power Voltage and Adjustable 

(W) Current(Vo/lo) Range(V) 

ZAMF-500-B03 297 3.3V/90A 3.13-3.46 

ZAMF-500-805 450 5V/90A 4.75-5.25 

ZAMF-500-B 12 500.4 12V/41.7A 11.4-12.6 

ZAMF-500-815 501.0 15V/33.4A 14.25-15.75 

EN ZAMF-500-B24 501.6 24V/20.9A 22.8-25.2 

ZAMF-500-827 502.2 27V/18.6A 25.65-28.35 

ZAMF-500-B36 500.4 36V/13.9A 34.2-37.8 

ZAMF-500-B48 499.2 48V/10.4A 45.6-50.4 

ZAMF-500-B54 502.2 54V/9.3A 51.3-56.7 

Efficiency at 
230VAC (%) 

Typ. 

84 

87 

92 

93 

Max. 
Capacitive 
Load (µF) 

15000 

12000 

6000 

3000 

1800 

AKON Co.,Ltd. 

Remote Sense Remote 
Compensation ON/OFF 

(mV) Function 

300 

Note: *Under any conditions, the total power of the product should not exceed rated powe「,and the output current should not exceed the rated output 
current. 
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